DISPOSAL OF CREMATED REMAINS

Please read the following notes carefully

Name of Deceased _____________________________________________

All other information as shown on Form A – Application for Cremation

Environmental Policy
All metals remaining following cremation will be disposed of in the most suitable manner to reduce the impact on our environment. This will include the sensitive recycling of metals to avoid the use of non-renewable resources and comply with existing legislation. Please indicate how you would like metals to be dealt with by ticking the appropriate box. Please see the Recycling of Metals leaflet provided by the crematorium for further information.

- I accept the metals will be recycled
- I would like the metals returned
- I would like the metals left in the remains

I would like the cremated remains to be dealt with in the following manner:

- Scatter in the Garden of Remembrance
- Inter in the Cemetery
- Remove by Funeral Director
- Retain pending further instructions
- Other (please advise)

If you wish for any help or advice in this connection please call, write or telephone to the Manager at the address on the front of this form

The crematorium makes no charge for the collection of cremated remains. The crematorium will provide a polythene urn and a certificate for disposal without charge. A range of urns and caskets are available for purchase from the crematorium.

The anytown crematorium obides by the iccm code of practice for burial & cremation and the charter for the bereaved. Copies of these documents and literature of the anytown crematorium are available from your funeral manager and also by calling the crematorium direct on 0101 101010

Cremation is completed on the same day as the funeral service EXCEPT where the service takes place after 3.30pm when the cremation is completed within 24 hours and in most cases the morning after the cremation service.

I agree to the treatment of cremated remains as indicated above

Signature of Applicant for Cremation _____________________________ Date _____________________
Instructions for Funeral Managers

Construction of the coffin. The coffin must be of wood or a wood by product which, when placed in a cremator and subjected to the accepted cremation processes, is easily combustible and which does not emit smoke, give or leave any retardant smears or drips after final combustion. No metal of any kind shall be used in the manufacture of such coffin except as necessary for its safe construction and then only metal of high ferrous content. Cross pieces must not be attached to the bottom of the coffin. If it is desired to strengthen the bottom of the coffin, wooden strips may be placed lengthways for this purpose. The coffin must not be painted or varnished but may be covered with a suitable cloth. Products manufactured in polyvinyl chloride (PVC) must not be used in the construction of the coffin or its furnishings. The use of polystyrene must be restricted to the coffin nameplate only in which case it must not exceed 90 grams in weight.

Lining of the Coffin. If circumstances require, suitable sealing material may be used, but no metal, rubber or polyvinyl chloride (PVC) will be permitted and on no account must pitch or similar substance be used.

Size of Coffin. The maximum external dimensions of a coffin must not exceed length 84 inches (213 cm); width 31 inches (78 cm); depth 25 inches (63 cm).